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1. Introduction

Because of its value as a method of assuring

structural reliability, proof testing is often used in the design of

structur-l ceramics. Proof testing is especially valuablo in applica-

tions in which ceramics are subjected to tensile stresses. In proof test-
ing, ceramic components are subjected to stresses that are greatear

than those expected in service in order to break the weak components and

thus to truncate the low end of the strength distribution. In this

manner, weak components are eliminated before they can be placed in

service. Proof testing has been applied to windows for spaceccaft

and experimental aircraft,I1 3 to electrical porcelain insulators that

are expected to support tc:nsile loads for long periods of tivi 4 and to
ceramic pressure vessels. 5  proof testing also finds alp ication in more

complex situations in which complete engineering assemblies are tested.

In this way, proof testing i used to assure the performance of aircraft

engines and may find similar application in gas turbines for energy

generation.

Despite its great value for assuring reliability, proof testing has

had no firm theoretical basis until very recently. Using trial-and-

error estimates, proof test loads for ceram'c materials were generally

set at two to six times the expected load. Whereas such estimates have

usually resulted in reliable structural ceramics, a more systematic method of
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seiecting a proof test load offers the advantage of either lighter

structural components o- fewer rejects due to breakage during the

proof test. P, more systematic method of selecting a proof test load

also eliminates the possibility of selecting a test load too small to

assure structural reliability. We gain these advantages because a

V more exact value of- the proof test load can be selected for a given

application.

RecognizinS the need for greater insight into proof testing,

6-9
Wiederor:n, Evans and Fuller provided a mathematical foundation for

the seleition of t!he proof test load and for the establishment of proof

test conditions. Their analysis is based on the fact that failure of

ceramic materials occurs mainly from the growth of preexisting cracks.

By characterizing crack growthand coupling crack growth parameters

'with proof testing, they have demonstrated how to construct design

diagrams that relate the expected failure time to the maximum design

stress. Their analysis provides a rztional guide for the selection of

both proof test load and test conditions. Since these are the keys to

a successful proof test, the analysis by Wiederhorn, Evans and Fuller

is the 'asis of a general method that can be incorporated into the

design of structural ceramics.

This paper presents a review of the mathematical foundation for

proof testing. For clarity of presentation, most of the important

equationz are derived from first principles. Examples are given of how

K ' 2
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these equations may be used to assure structural reliability. The

proof testing technique is compared with the technique of structural.

design that is based oin Weibull statistics, and the superiority of thle

proof testing techi±que is demonstrated.

In developing the mathiematical foundation of proof testin. , an

estimate is fi-.st presented of the time to failure due to cx:-k growth.

The time to laillire is shown to depend critically on the a i~e o f the

largest fl~aw contained within the structural. coinponent. FLY m~sifg a

proof test method, or a statistical analyriis o.~f strength to e:st*_.irate

the critical flaw size, des~ign diagrams are obtained that relate the

failuare time to the service titress. The value of pyrof taesting ceram,.c

co'aponents prior to use is discussed and precaution s are presented for~

conducting proof tests on brittle materials. It !.s hoped that this

paper will provide the biackgroundi needed to deve',.p better delsign

techniques for struacturail cerammic materIals.

2.* FAILURE TIM4 UN~DER $Sfl'SSS

The time reqijired for the failure of a .-exastio- cvaporent t~ner tensile

stress can be calculataid bYy using fractiure Aaharics concepts. 1o*: wat

materials, the stress Lri ,enasity factor, 1' Y at it flaw is relatedl to the

applied ntress, (I and f lw s'Lu, a, by che foll~wtug equiatiorti.

4 11

W v"



Y in the above equation is a geometric constant that depends on both the

! ahape and location of the flaw, and the type of stress applied 
to the material. 0

For surface flaws (cracks) which are usually the most critical flaw. in ceramic

materials, Y.-R. For a constant applied stress the derivative of both

ides, of Eq. '1) with respect to time yields the following equation,

where v is the crack velocit-,

(Ia Y /2Ki)v (2)

B' separating the variables of Eq. (2) and rearranging the equation,

the following expression is obtained for the total time-to-failure under

constant load, where KIC is the critical stress intensity factor and Ki

is the initial streais intensity factor at the most serious flaw in the

component.

22 Kic

t - (2/0 aY (K /v)dK1  (3)a fJ
K Ii

Evaluation of Eq. (3) xequires information on the critical stress

intensity factor, the initial utresa intensity factor at the most serious

flaw, and the functional relationship between the stress intensity factor

and the crack velocity. The critical stress intensity factor is obtained

by fracture mechanics techniques. Fracture mechanics specimens are

broken in an inert environment and KiC is calculated from the dimensions

of the specimen, the crack length, and the failure load. A critical review

4
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of techniques commonly used to determine KIC on ceramic components may

be found in Ref. 11.

The relationship between the stress intensity factor and the crack

velocity in a given environment can also be found by fracture mechanics

techniques. Usually crack velocity measurements are made on specimens

similar in shape and size to those used for critical stress intensity

factor measurements. Again, the stress intensity factor is calculated

from the crack length, load and specimen dimensions. Although fracture

mechanics techniques are commnonly used to collect crack growth data,

these data can also be obtained by measuring the strength as a function

of loading rate. A critical review of these methods has been presented

in Ref. 12. For the purposes of the present paper, it should be

recognized that both the critical stress intensity factor and the relation-

ship between the crack velocity and the applied stvess intensity factor

are easy to measre.

For many ovcaaic materials, the crack velocity is a power function

of the stress intensity factor, v - AKn # in which case Si. (3) is into-

grated to give (to a good approximation) the following equation for the

time to failure:

t a 2K /A2"n2 (4)

However, other analytical expressions relating 11 to v may also be used,

or if no simple expression is available, Eq. (3) can be integrated

..n..eri.e. y.
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Because of its dependence on flaw size, Kii in Eqs. (3) and (4) is not

easily measured on real components. Flaws in most ceramic materials are less

than 1 mm in size and their dimensions are not easily measured by nondestructive
*

means. Therefore, indirect methods must be used to estimate the size of

flaws in ceramic materials.

There are two indirect methods for determining the initial size of the most

serious flaw in ceramic materials. One rethod uses statistics to characterize

the strength of the ceramic component as a function of the cumulative

probability for failure. The flaw size is then estimated on a

statistical basis by substituting the resu:lts of the statistical analysis

into Eq. (1). The second method employs a proof test to determine the

maximum size flaw in the component at the time of the test. Once an

estimate of ai is available (by either method) the initial strests/i

intensity factor is determined from the equation: K1 -a Y4 . The11 a i

expected service life of the component can then be calculated by

substituting K1i into Eq. (3) or (4).

3. STATISTICAL APPROACH/

The statistical approach usually used to describe the strength of

materials was originally developed by Weibull. This technique uses a

form of extreme value statistics that is particularly sensitive to the

By contrast, Zlaws in metals are larger and can be measured by

a variety of nondestructive taohniquees X-ray radiography, ultrasonics,

dye penetrants, etc.

6
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low strength end of the strength distribution. Weibull's relationship
,

between the cumulative failure probability, P, and the strength a is

vv given by the following equation:

" " m

P = 1 - exp (O C - 70 )/ o] (5)

where aIO a and m are empirical constants. OIC is the strength measured under

the condition that no subcritical crack growth occurs prior to failure,and should

be determined in an J:ert environment using rapid loading rates. By arranging the

strength measurements in order of increasing strength, P may be determined

from the equation: P - J/(j + I), where j is the position of the jth strength

measurement in the ordered set of stxengths and J is the total number

of measurements. a., the lowest possible strength, is usually set equal

to zero. 0° is a scaling parameter and m isr a shape parameter. m and Y0

are detcrmined by fitting a straight line to the strength data which

have been plotted as log log (1/1 - P) versus log c:c (Fig. 1); the

slope of the line in 's whereas the intercept is m log ao o/0

J / In practice the Weibull theory in easy to apply because once m and
a have been evaluated the strength is uniquely characterized on a

0

statistical basis. However, some precautions mist be exercised when the

Weibull theory is used for strength analysis. m and 'jo may vary from

one component to the next due to the susceptibility of strength to

variations in the manufacturing Process. Because of hesse variations,

a and Oo determined on laboratory specimens may not VA correct for

The cumulative failure probability gives the fraction of specimens that will

break at a giveh stress level.
7



structural components. m and 0 are also subject to inaccuracies which
o

result from the statistical uncertainty encountered whenever a straight

line is fitted to a set of experimental data. If only a small number

of strength measurements are used to determine m and a0, the statistical

uncertainty of these parameters can cause substantial errors in estimates

of the strength at low failure probability. As shown in Fig. 1 this

uncertainty in strength increases as the failur- nrobability decreases.

Finally, even if a and m are accurately determined, e..'rors in estimating0

the strength may occur because strength depends on componen, size. Be-

cause of the greater probability of larger flaws, large cc'mponents

are usually weaker than small ones. Although scaling eguations are

used to account for size effects, these equations are sometimes difficult

to obtain and may be complex, especially for complex stress distributions.

Furthermore the location of the flaw that causes failure must be identified,

because scaling equations differ depending on whether the crucial flaws

lie at the surface or in the volume of the component. Because of uncertain

information regarding the flaw location, scaling equations must be tested for

accuracy by using laboratory test specimens of varying size and shape.

All of these considerations decrease the value of Weibull statistics

#s a method of dete-mining strength. Consequently, design values of

strength must be more conservative than those given by equa-

tion 5.

Although the method used by WeibulI did not consider strength as a

time dependent variable, a tame dependence due to crack growth can be

4.,
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easily introduced into the Weibull method by expressing K~ in terms of

the failure probability.'1 4 ht failure, the critical stress intensity factor,

KiC, the fracture strength, GIC, and the crack length, a, re related

by: K Ca Y/aT. At the service load the initial stress intensityIC IC i
factor, K~i is related to the service stress, CF , and the crack length

by: K I, a Yra. From these two equations, an equation for K, is ob-Ii a i I
tamned:

KIi KIC ( a /rIC(6

By silbstituting Eq. (5) (with a~ o) into this equation, an equation

may be obtained relating K Ii to the cumulative .failure probability:

Kui - KIC(a a/ca o log (1/1 - P) I l/M (7)

This equation may now be substituted into Eq. (3) or (4) to obtain dn

equation that relates the failure tine to the cumulative probability for

failure. The functional form of-this equation is:

* For each value of P the failure time in a power function of the

applied stress.. Therefore a series of staight lines of slope -n can be

9



obtained from a logarithmic plot of t versus a (Fig. 2), each line

representing a different value of P. This type of diagram completely

describes the failure characteristics of a material on a statistical

basis. Similar diagrams are often used to represent static fatigue

data. However their value is more limited for design purposes because only

the average or median strength is used as a plotting parameter. By

contrast, diagrams such as that given in Fig. 2 represent the general

fatigue behavior of a material and are more useful for design purposes.

To illustrate how the diagram can be used for design purposes, refer

to the data of Fig. 2 which was obtained on a glass that is being

3
considered for the space shuttle. During its lifetime the shuttle

will undergo many stress cycles. The windows must not fracture during

the critical period of each cycle when the spacecraft is in orbit. To

assure reliable performance, the windows should be able to survive for

at least one year under load while subjected to the most severe environ-

mental conditions expected in each cycle. Since the spacecraft will be

periodically exposed to moist air, and since water causes stress corrosion

in glass, the most adverse environment for the proposed space shuttle

glass would be a moist environment. For this reason, the diagram shown

in Fig. 2 has been based on crack propagation data collected on glass

specimens that were immersed in water. From Fig. 2 we see that for a

failure probability of 10-  the windows can be subjected to a stress of

no more than 2,000 psi if one year's survival is desired. This stress

value is approximately one-half the present design load, 4,000 psi. If

10
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a design load of 4,000 psi is used the probability of failure for these

windows increases to approximately 2 x 10 , a probability much too high

for safety. Hence, we see toat the statistical approach leads to low design

E -values of the load if low failure probabilities are required.

rk The design load suggested from Fig. 2 has not been scaled for the

C fact that laboratory specimens were much smaller than the spacecraft

windows. The laboratory specimens used to evaluate m and 0 were disks

approximately one inch in diameter, while spacecraft windows will be

* 2
trapezoids approximately 1000 in2. If the high stress regions of these

two sets of specimens are assumed to be proportional to their areas,

then to a first order approximation the Weibull approach predicts a reduc-

tion of strength proportional to the ratio of the two areas raised to the

1/m power, which reduces the strength of glass by a factor of 3 for all

probability levels. This reduction limits the use at the 10 - 5

probability leval to a strength of approximately 700 psi instead of the

2000 psi shown in Fig. 2. A further reduction in stress may be required

because of uncertainties in the assumption of equal distribution of flaws

in large and small components and because of the very simplified treat-

ment used to get the correction ratio.

4. PROOF TESTING APPROACH

Proof testing removes many of the difficulties present in the

statistical .Vproach to failure. Proof testing truncates the strength

distribution, eliminating those specimens with the largest probability

for failure. As a result, components can be used at higher stress levels

with greater assurance of reliability than can be obtained from the

statistical approach.

For effective proof testing, all components intended for service must be .

tested.

.. 1% 
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To develop the mathematical basis for proof testing, one must

recognize that a proof test limits the maximum flaw size that can be

present in the specimen after the proof test. All specimens containing

flaws larger than this critical value will fail during the proof test,

_ because the stress intensity factor at the tips of the flaws will exceed

the critical stress intensity factor, KI*.For flaws that are smaller

than the critical size, the stress intensity factor will be less than

the critical stress intensity factor and the components will survive

the proof test. Therefore, if failure does not occur during a proof

test, K > Y = apY a-., where K is the stress intensity factor at the

largest flaw during the proof test, and aP is the stress applied during

the proof test. When the component is first used in service, the relation-

ship between the initial stress intensity factor, Kii, the applied stress,

a a, and the flaw size is given by KIii -a Ya/ri From these two equations,

the following equation is obtained:

.ii < KIC (a/a) (9)

This estimate for the initial stress intensity factor can be substituted

into Eq. (3) or (4) to obtain an estimate for the minimum time to failure.-

Because the limits of integration of Eq. (3) depend only on the ratio of

the proof test load to the applied load, the minimum time to failure,

tmin, is given by the following functional relationship:

In this section it is assumed that crack growth does not occur during the

proof test. Crack growth during the proof test is discussed in section 5.4.

12
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a,-2 .f (acla (10)tMin a P a

Thus, for any given proof test ratio, (I /Ca the minimum time to failure

P a

is inversely proportional to the square of tie applied stress. A loga-

rithmic plot of the minimum time to failure versus the applied stress

gives a straight line with a slope of -2, the position of the straight

line depending on the proof test ratio.

A design diagram incorporating these ideas is presented in Fig. 3,

which is a logarithmic plot of the time to failure versus the applied

stress. Lines derived from the statistical approach to failure are

also included in this diagram for comparison. For a survival time of

one year at a stress of 4000 psi, a proof test ratio of 2.6 will be neces-

sary for this glass. Specimens passing the proof test will survive the

minimum time to failure with zero probability of earlier failure. By

-3comparison, the failure probability is 2 x 10- at the same stress levels

in the absence of a proof test. To pass the proof test, the glass

windows will have to sustain a load of approximately 11,000 psi.

Referring now to the Weibull diagram for these glasses

(Fig. 1), it is observed that at a stress level of 11,000 psi only one

specimen in a thousand will be broken during the proof test. If the

reduction in strength is taken into account because the glass windows

are much larger than the disks tested in this experiment, a failure

rate of one in ten is reached. Thus, by taking the chance that one

window out of ten will break during the proof test, adequate performance

of the remaining windows is assured.

13
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As shown in an analysis by Evans and Fuller, proof testing can also

be applied to cyclic loading.8  If failure involves subcritical crack

growth, the failure time due to cyclic loading, t , is proportional to

the failure time, tmin, due to static loading: t - g1 t where g-ii c tmin '

is a proportionality constant that can be evaluated by a numerical

integration for any periodic load cycle. For square wave, sinusoidal or

saw-tooth type of loading, values of g-i have been evaluated analytically

and are available in diagrams that express g as a function of the

exponent n and the ratio a /a where al is the stress amplitude and a
is the average applied stress, (Fig. 4). t n is determined from a design

diagram (Fig. 3) by setting the service stress equal to the average

applied stress for the cycle. The analysis by Evans and Fuller permits

fa direct comparison of experimentally determined crack growth data and

failure times for cyclic and static loads. Agreement between these

two types of data indicates that failure is most likely due to sub-

critical crack growth. However if these two types of data dc not agree,

failure is most likely the result of some mechanism besides subcritical crack

growth due to static loading. Crack propagation and strength results on

porcelain, alumina and glass at room temperature8 and on silicon nitride

and alumina at high temperature,16 give no indication of an enhanced effect

of cyclic loading on slow crack growth. Consequently, by using g-1 design

diagrams developed for failure predictions for static loading are also
applicable to cyclic loading of these materials.

14
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The main advantage of the proof test procedure is its relative

insensitivity to the particular flaw distribution associated with a given

iK -component. Since the flaw size distribution is determined by the comDonent's

history, it follows that the proof test method of assuring reliability is

independent of the component's history prior to the time of the test.

By contrast, diagrams obtained from statistical considerations are

extremely sensitive to the flaw size distribution and therefore to the

component's history. A further advantage of the proof test method is its

insensitivity to the particular arrangement of flaws in a component. Thus

even though the analysis of failure assumes that the most serious flaw

lies perpendicular to the maximum stress, a deviation from this condi-

tion leads to a more conservative estimate of failure time.
6

5. PRECAUTIONS IN PROOF TESTING

In this section a discussion is presented of some of the precautions

to be exercised when proof testing is used for design. These precautions

are concerned with the service stresses, the accuracy and applicability

of the crack growth data, the design of proper proof test procedures and

/ the possibility of strength degradation as a consequence of the

proof test. This discussion is necessary since an incorrect assessment

of any of, these precautions could invalidate the proof test and result in.

premature component failure.

5.1 Stress Equivalence During Proof Testing

Proof testing is beased on the assumption that all parts of a

structural component are subjected to the required proof stresses during the

proof test. At any point in the oomponet these stresse must exceed the

i5
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service stresses by a specified amount, otherwise portions of the component

will remain untested and predictions of component lifetime will not be

meaningful. Therefore proof tests must duplicate the expected service

stress distribution as closely as possible. For simple components such

as window3 for pressure vessels or electa.ical porcelain suspension

insulators, service stresses are easily duplicated by applying loads that

exceed the service load by the required amount. However, for other types

of components duplication of the service stress distribution may be

more difficult because of compliaated component geometry or stress

distribution. In some cases a double proof test may be necessary to

test different types of loading expected in service. For example, proof

tests for turbine rotors must duplicate the stresses resulting from both

the centrifugal force and the gas pressure on the vanes of the rotor.

In general, each structural component must be considered indiviiually

to decide on the appropriate proof test.

5.2 Parasitic Stresses

The results of a proof test are sometimes invalidated by parasitic

stresses that cause strength deterioration or crack growth over and above

that predicted by the proof test. Parasitic stresses arise from unintended

features of the proof testj, for example, if the proof test apparatus inad-

vertently applies loads that differ from the service loads. An example of

component deterioration due to parasitic stresses was recently observed in

lare porcelain insulators meant to support radio towers. The proof test

16
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consisted of slowly increasing the load on the insulators to 2.5 x 106

pounds, and then slowly decreasing it to zero load. During the proof

F.", test,acoustic emission transducers that were attached to the insulator

indicated high rates of emission at approximately two million pounds as

the load on the insulator was decreasing. The emission was due

to the growth of a large internal crack during the unloading

procedure. The presence of this crack was confirmed by an ultrasonic

examination of the insulator during the test. The stresses that caused

the crack to grow resulted from unexpected slippage of the porcelain in
**

its metallic end caps. As a consequence of this observation, it may

be concluded that proof test procedures should be designed to avoid

parasitic stresses.

5.3 Equivalence of Crack Propagation Data and Failure Mechanism

The proof test method of assuring reliability depends critically

on an accurate evaluation of the crack propagation parameters that control

fracture. If proof test methods are to be of value, these parameters

must represent the failure mechanism. Therefore, information on the

factors that determine the crack propagation parameters is essential. ]

These factors includet the crack tip environment; the size of the strength

limiting flaw relative to the microstructure of the coponent; and the

functional dependence of crack velocity on stress intensity factor.

The crack growth detected by acoustic emission transducers does not

necessarily result in mechanical failure for compressive loading. These

porcelain insulators are not acceptable for service if they contain large

cracks because the cracks cause the insulatore to become electrically unstable.

We suspect that this type of failure may be characteristic of some kinds

, ' of compressive loading. 17
.17 ..
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For many materials (ceramics, metals and polymers) environment

is the dominant factor that controls crack growth. Many structural

ceramics are sensitive to water in the environment, which causes stress

corrosion cracking. 12As water penetrates to the crack tip, crack motion

results from a stress enhanced chemical reaction between the water and the

material at the crack tip. This reaction can occur even in relatively

dr ae 1 7  18
dry gases 7 or in 'organic liquids . In aqueous solutions the reaction

19
is sensitive to the pH of the solution. In glass for example crack

propagation curves are steeper in high pH solutions than in low pH
soluion3,19

solutions (Fig. 5). Finally, the crack tip environment may differ

from the bulk environment as a result of the chemical reaction at the

crack tip.19 Therefore, to use crack propagation data for failure

prediction purposes, one has to be certain that the crack tip environ-

ment is the same for the crack propagation measurements as for the com-

ponent in service.

Another factor that influences the crack growth is the size of the

strength limiting flaws relative to features of the microstructure such

'. / as grain size, pore size, or pore spacing. The relative flaw size is

important because of a possible dependence of crack propagation rate on

microstructure. In crack growth studies, the flaw is artificially pro-

duced and is always larger than characteristic dimensions of the micro-

structure. However in some materials, the flaws that limit strength

are comparable in mine to the microstructure. Therefore, crack growth

* behavior of these flaws will not necessarily be described by crack

growth data obtained on fracture mechanics specimens. As a consequence,
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failure predictions may not be valid if they are based only on design diagrams

derived from this growth data. Fortunately, for many materials the flaw size is

large relative to the microstructure and the assumptions used to construct

-* proof test diagralsL are valid. In hot-pressed silicon nitride for example the

flaw size, 100pm, is approximately 100 times the gra size.

Similarly, cracks in glass are usually much larger than the inhomogeneities

that may be present in this material. This assumption of large crack

size is not valid for other materials. For example, the crack size in

aluminum oxide is approximately equal to the grain size. For these

materials, proof test diagrams should be used only if it can be shown on

a laboratory scale that material strength can be predicted from these

diagrams. Agreement between strength measurements and crack propagation

data in laboratory studies would permit these diagrams to be used for

design purposes.

The functional dependence of crack velocity on stress intensity

factor is another variable that must be considered in the design of a

proof test. Knowledge of this functional dependence is important when

large values of the proof test ratio are used for design. In this case

the crack propagation data have to be extrapolated to low values of the

velocity, and the accuracy of the extrapolation determines the validity

of the time-to-failure prediction. This point is illustrated in Fig. 6

which gives a logarithnic plot of f(Up/da ) from Eq. (10) versus UP/ a

for two representations of the crack velocity data, (a logarithmic and a
power function representation). As f (a1/Oa ) and O /0a exceed the limits
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of the experimental data, given by the cross in the figure, the two

curves diverge, resulting in some uncertainty in the selection of

an appropriate proof test ratio. For the proposed space shuttle

glass this uncertainty was not large since the power function representa-

tion of Fig. 6 suggested a proof test ratio of 2.6 to: 1 for a year's

lifetime at 4,000 psi, while the exponential representation suggested

a proof test ratio of just over 2.8 to 1 for the same stress. However,

for other materials this uncertainty might be crucial. To avoid this

source of error, crack velocity data should be collected at as low a
*

velocity as is feasible.

One way to assure the applicability of crack growth data to failure

predictions is to demonstrate an agreement between the strength and

crack growth data. This agreement has been demonstrated for the glass

proposed for the space shuttle3 (Fig. 7) and for hot pressed silicon

nitride22 (Fig. 8). The points in Fig. 7 represent the mean value

of the strength of the space shuttle glass obtained for each value of the

loading rate; the brackets give 95 percent confidence limits for the

mean values. The solid straight line is a least squares fit of all of

the strength data, while the dashed line is the predicted strength

from crack propagation data. Since the dashed line falls vi .hin the 95

percent conf.dnce limits of the strength data, one may conclude that

for this glass the crack propagation data and the proof test diagram

Since approximately one month is required to measure a crack velocity of 1011

meters per second, this velocity appears to represent a lower practical limit

for crack propagation data.
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derived from it can be u-ed effectively for design purposes. Similar

agreement is found for the silicon nitride data given in Fig. 8 where

23a comparison is presented between strength data obtained at 14000 C

and crack propagation data (the solid lines) obtained at the same temper-

22
ature. The lines fall close to the measured strength values .uggesting

that crack propagation data on hot pressed silicon nitride gives adequate

predictions of strength, and that proof test diagrams can be used for

design purposes for this material.

aFor general application of the proof test method, additional

comparisons between cra,.' propagation data and strength data will be

necessary. An equivalence between crack propagation data ard strength

data should be demonstrate4 on a laboratory scale for each material

so that proof test diagrams can be used confidently for design purposes.

5.4 Loading Procedure Duri!nj Proof Test

In section 4 the minimum time to failure, tmin' was estimated on

the assumption that crack growth did not occur during the proof test. In

addition, failiare was assumed to occur instantaneously if the critical

stress intensity factor was exceeded at some flaw in the component. As

a consequence of these assumptions, the faAlure probability was found to

be sero for all periods of time that were less than the minimum failure

time, tt n . While these assumptions are valid for some cmeroially

important materials (silicon nitride and silicon carbide tested in air at

room tmprature I silica. chemical Pyrex and the space shuttle glas.' tested
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25in vacuum ),they are not valid for others. Soda lime silicate type

glasses, for example, exhibit subcritical crack growth even in a vacuum.25

If crack growth occurs during a proof test, then the failure probability

is no longer zero, but has a finite value that is determined by the proof

test conditions and the test environment. Fortunately, the failure

probability can be reduced to a vanishingly small quantity by judicious

selection of the proof test conditions.

A theoretical basis for selection of the proof test conditions

has been developed recently by Evans and Fuller9 who have examined the

effect of crack growth on the failure probability after proof' testing.

Evans and Fuller assumedthat constant rates of loading, 9 , and unloading,

au were used in the proof test, and that the proof test load, p , was

held on the component for a period of time, t.. They also assumed that

crack growth was controlled by a single fracture mechanism so that the

crack growth rate could be expressed as a power function of the stress

intensity factor, v - AK . Using these assumptions, they found that the

crack length aftex a proof test could be described by the following

equation:

n-2 -2
- n-2

a -%I I- (a /a*) 2 (11)

Their theory is fully developed in the appendix for the interested reader.
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where a is the crack length after completion of the proof test and a is
0

the initial crack length. aO , the critical crack length for failure
during the proof test,0is the initial length ofa crack that will Just

grow to failure during the proof test. As shown by the following equation

0i! a° is completely determined by the proof test conditions:

-2

a P( (n-2)/11 (t+ (tt + tu)/(n+l)]} n-2 (12)

where t, - /at is the time required to load the component to the proof

test load, a= and tu p/Ai is the time required to unload the component.

The dependence of crack length a on a is depicted in Fig. 9 for

n - 20 and n - 100. As indicated by the abrupt increase in a/a °

as a approaches a0 , crack growth is significant only when ao is close in
t0

value to a . Because of this behavior, strength degradation is serious

only for components that contain cracks for which a- ao .

The failure probability after a proof test is determined by the

range of initial crack lengths that result in significant crack growth (a

of Fig. 9)t The narrower the range of the crack lengths, the lower the

failure probability. Since this range is small for large values of n,

test enviroments should be selected so that n is large. Thus, proof

tests on soda line silicate glass should be conducted in dry nitrogen

for which n 100 rather than in air for which n : 20. This conclusion

is supported by a detailed calculation of the failure probability after a

proof test.
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An estimate of the probability for failure after a proof test

can be obtained by using the crack length, a, of equation 11 to evaluate K

of Eq. (4). After rearranging the equation and using a Weibull analysis

to describe the initial crack size distribution (see appendix), the fol-

lowing equation is obtained for the failure probability, P after a proof

test:

n-2

m * n-m-2 n.t (13)
Pa -2 (Po (KP/KIC) (t/tri (13)

*

wheret m and a are Weibull parameters; n and n are crack propagation

equation exponents, n referring to the test environment and n referring

to the service environment; and tm is the minimum failure time calculatedmi
from Fig. 3 which is based on the assumption that crack growth does not

occur during the proof test. t is the time in service after the proof

test. is the stress intensity factor calculated for a crack of length
* * *'

ao * a ya. KP would be the stress intensity factor for this crack

if crack growth did not occur during the proof test.

-P 'is a useful engineering quantity because it gives the fractiona

of components that break in service in a period of time t. P is a function
a

of-the time at load, increasing with service time, t. By a proper selection of the'

proof test procedure, Pa' can in principle be made arbitrarily small. Since n is

usually much larger than n the failure probability is very sensitive to

the ratio t/t Min . Therefore by selecting the service time to be less than

t the value of Pa can be reduced without limit. In practice this
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requires the proof test load to be increased over the value estimated if

crack growth did not occur during the proof test. This increase of proof

test load is usually not excessive for t/tmin  0.1.

tto is completely determined by the proof test conditions and can

be evaluated from the following equation which relates the crack propaga-

tion data to the proof test conditions:

*2 22(Kp) /vp =( (n-2)/21 [tp + (t,+tu)/(n+l)l  (3.4)

The right hand side of this equation (14) is easily evaluated from the

proof test load, ap the crack propagation parameter, n, the loading and

unloading times, t. and t , and the time, tp, that the component is exposed
uP *

to the proof test load. To evaluate K. from the above equation, a plot of
2p

K /v versus K is useful, since , can be easily evaluated from such a
*2 *

diagram once (Kr) /V has been determined from Eq. 14.

The use of Eq. (13) will now be demonstrated for abraded soda

lime silicate glass, for which a Weibull plot is given in Fig. 10 and the

2crack propagation data is given in Fig. 11. A plot of K /v versus K

calculated from the crack propagation data is given in Fig. 12. For

illustrative purposes suppose that the glass is required to support a

load of 4 MN/m2 (-570 psi) for a period of 10 seconds in a wet environ-

ment. By selecting tmin to be 106 seconds a proof test ratio of 3 is

* *n
-A (KP)
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2
estimated from Fig. 13; thus 0 = 12 MN/m This proof test ratio is

larger than the ratio of 2.6 that would be required if crack growth did

not occur during the proof test. If the proof test ic conducted in a

moisture-free environment, n = 100 while n Z 20. KIC for soda lime
26 N3/2

silicate glass is 0.75 MN/ 3  and from Fig. 10 m - 2.63 and a = 45
0

MN/m2  If the glass components are loaded and unloaded in a relatively

short time, -10 sec, and if the proof load is applied for -1 sec, then

16
from Eq. (14) ('P ) /v is calculated to be 2.66 x 10 . From the vacuum

* 3/2
curve in Fig. 12, KP is estimated to be 0.71 MN/M3 . By substituting

-11
these values into Eq. 13 a value of 1.6 x 10 is obtained for P a which

for practical purposes is equal to zero. The fraction of specimens that
* mwould have been broken in the proof test, given by Pp = (apK I/0oKP)

(see appendix), is 0.03. If the glass had been used w..thout prior proof

testing the failure probability from Fig. 13 would have been approximately

5 x 10- 3 at the service conditions (0 = 4 MN/m2; t = 105 sec). Thus bya

breaking only 3 percent of the components during the proof test, a much

greater assurance of reliability is obtained.

The assurance of reliability is not nearly as great if the proof

test is conducted in a wet environment, for which n - n - 20. For the

*2/15
same loading conditions and proof load# (.) /V, is 7.95 x 10 and

calculated from Fig. 11 (the curve for water) is 0.58 MN/m2. a is now

8.7 x 10 and the traction breaking during the proof test is approximately

0.061. Although Ws failure probability in a wet environment can be improved
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by increasing 4/v (by increasing t, for example) the values are never

as small as those obtained in a dry environment using the same test

conditions. Thus, whenever possible, inert environments should be used

for proof tests.

From the above results one may conclude that proof testing is

a valuable method of assuring the reliability of structural ceramics even

if crack growth occurs during the proof test. To apply the method, a

statistical description of the component strength and crack propagation

data in both an active and inert environment are needed. However, these

types of data are easy to obtain, and once these data have been obtained,

they may be used to establish proof test conditions that assure a low

failure probability after proof testing.

5.5 Protection of Components after Proof Testing

Although proof testing assures a minimum lifetime at the time

of the test, it loses value if subsequent damage occurs. This can be a

serious problem for materials which fail from surface flaws, since these

flaws are easily introduced into the material by rough handling. This

problem can also arise in materials that fail primarily from internal

flaws if the structure changes in service. Therefore some considerations

have to be given to protection of components after the proof test and

to periodic retesting of components during use.

For components that fail from surface flaws, caution in handling

or the adoption of, some protective masure after proof testing is necessary

to asure reliability during survice. For glass, which is particularly
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susceptible to surface damage, this means that the surfaces have to be

protected, perhaps by plastic coatings which would prevent abrasive damage

of the surface after proof testing. In the space shuttle windows, damage

after proof testing is avoided by the design of the windows. These are

triple paned, the tensile stress surfaces being on the interior of the

panes. Thus further surface damage by handling cannot occur.

The possibility of strength degradation in service due to the

initiation of new flaws must also be considered. This degradation could

occur by chemical reactions within the material, by phase transformations,

or by pore growth at high temperatures. Strength degradation of this kind

is not considered in the equations used to predict the time to failure.

Perhaps the best way to eliminate such degradation is by designing the

material so that new flaws will not generate during use. However, if this

is not possible, periodic proof testing may be needed to assure minimum

periods of service life.

6. SUMMARY AND GENRAL CONCLSIONS

In this paper, proof testing is considered as a general method of

assuring reliability of ceramic components for structural uses. A review

of current work in this field is presented. The proof test technique is

compared with the older statistical approach for design, and it is

daonstrated that many of the uncertainties inher*nt in the statistical

approach are eliminated by the use of proof testing. It is shown for

example that lifetime predictions after proof testing are not affected by the

particular flaw sie distribution contained within the specimen, wheras

28

S..5, ,. . -
~- iic

~ ~IMP,



predictions obtained by the statistical approa-h are affected by the

flaw distribution. In proof testing, predictions of lifetime depend more

on material properties, such as the value of the critical stress intensity

factor and the relationship between the stress intensity factor and the
i rate of crack growth in a given environment. Since these both can be

determined to high precision, proof test diagrams derived from these

parameters should be reliable for the prediction of design lifetimes.

However, certain precautions must be exercised in the application of proof

testing. The proof test must duplicate the actual stresses expected in

the component. Otherwise, the most serious flaw in the specimen might

not be subjected to a proof test load. Crack propagation data used to

develop design diagrams for proof testing should represent the failure

mechanism& that occur in service. To ensure an equivalence between the

proof test diagram and the actual failure mechanism, crack propagation

data ahould be compared with data obtained from strength measurements.

An agreement between taese two types of measurements will lend assurance

that the proof test diagram does in fact describe the failure mechanism.

Tho loading procedure during proof test is also important since crack

growth during the proof test may result in weak components. To eliminate

this problem, the proof test should be conducted in an environment that

is relatively inert. An analysis of the loading procedure demonstrates

that low probabilities of failure after proof testing can be achieved even

if subcritical crack growth does occur during the proof test. The importance

of parasitic stresses as a limitation to the proof test method is also

discussed, Here it is noted that unexpected stresses may arise during the

., .! 1 '
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proof test. These stresses may in fact damage the specimen to an extent

not predicted by the proof test technique. In some cases, the damage

may be unavoidable and proof testing may not be a viable procedure.

Finally, the necessity of protecting the specimen after proof testing is

emphasized since subsequent structural damage may degrade the specimen to

a greater extent than is predicted by the proof test. Periodic proof

testing is recommended for materials that change structurally or develop

damage in service. Provided these precautions are followed, proof testing

can be a practical method for assuring the structural reliability of

ceramic materials.
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APPENDIX

PROBABILITY OF FRACTURE AFTER PROOF TESTING

The failure probability after a proof test was calculated by Evans

and Fuller9 by considering the growth of cracks during the proof test.

The length to which a crack grows during a proof test can be calculated

from the definition of crack velocity, vuda/dt, and the functional

dependence of crack velocity on stress intensity factor, v - AKI.

Combining these equations and using the expression KI  (t)Y"a, the

following differential equation is obtained:

d,.!It A0 A n (t) ynan/2 (1A)

where the stress, a(t), is a function of time. If the stress, a(t), is

known, this equation can be integrated after rearranging the variables.

Evans and Fuller assumed that constant stress rates were used to load and

unload the component and that the proof stress was held for a time, .

The total time to load the components to tie proof test load, O, is given

by t~ t yA where 1,is the stress rate. Similarly the total tim. to
p*

unload the component is given by t - aoau . By using these values of timeua Pu
as integration limits, equation (1h) can be integrated to give the following

equation for the crack langth, a, after the proof test:

n-2 -2
a (1- (a " (A) A

0 0
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where a 0is the crack length before the proof test and a 0 is the critical

crack length that will just result in failure during the proof test. a 0is

given by the proof test conditions:

-2

a ()aY (n-2) /2) 1 (tP + (tL + t)/ (n + 1 f) n- 2  (3A)

Since a is the crack length after the proof test, it is also the initial

* crack length when the component is placed in service. Therefore, when the

component is placed in service, the initial stress intensity factor K is

*given by: K C Yr. The time to failure after the proof test is given

by

t -2K 2-n /*2 2 Y 2(n *-2) (4A)Ii a

Eq. (4A) is identical to Eq. (4) of the text. A* and n represent the crack

propagation parameters for an active environment while A and n used in Eqs.

(2A) and(3A) represent these parameters in the proof test environment. This

distinction is made because the proof teat environment may differ from the

test environment. By substituting Eq. (2A) and the equation for K into

Eq. (4A)# the following equation is obtained for the failure time:

t 2 I(a Y/a) 2 -n/ * y2 * - 2) (a/a2 In-2 (SA)

by using ao to define a proof test strear intensity factors K. OY/l

and by' using the identity: s K P J(Kc)# the following equation is

obtaine" for the failure times
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2- 2 n-2 n__-2

t [2(lia/p 2-n r /Aa (n*2)] [r,,,/K (*aa)~~ (6A)

The f irst term in brackets of Eq. (6A) is the minimum time to failure,

t~ used to compute proof test diagrams. Therefore Eq. (6A) can be

simplified-

*n-2 n -2
-2 2 n-2 (k

By expressing the crack lengt),R, a 0and a0 , of Eq. (7A) in terms of

the fracture strength, CIand by using-te Weibill equation to relate the

strength to the failure probability, the failure time of Eq. (7A) can be

expressed in terms of the failure probability. The crack lengths and the

strengths are related by the following equation:

* 1/2
(ao/ao) a- l (Sk)

since 0~ KIC/W'ac anda1 0 K C1 &val. For a given strength distr$.bution#

the cumlative probability for failure, Po s related to the strength,ac

by the Veibtall equations

In In (1/1-1?) M (9(a1)00

%hers and a are empirically deterainsa constants. For utficiently

small Values of P (P < 0,1)a In (1/1-P) a P. Therefore P *(/a) amdzCo
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p =(/)f from which the following equation is obtained:
P ICo0

Ppa( (10A)
P C Ic

where P P is equal to the fraction of specimens broken during the proof

test. Both P anid P Prefer to the initial flaw distribution, the distribution

before the proof test. Crack growth alters the initial flaw distribution

so that after the proof test the probabilities for failure, Pa, is given

by the following equation:

r a - (P - P )/Ml - P (1A

If only a small fraction of the components tested are broken, P~ is a

small number and to a good approximation:

P a P- Pp(12A)

By substituting Eqs. (12h) , (10A)., and (SA) into Eq. M7) , an equation

rolating the failure time, t, to the fai lure probability,, is' obtained t

n-2 n -
t/i (K.C/X-P ) 2 [ (1 + %/p m _l n-2 (13A)

n-2
For a V.oof test to be of an vau a << Pp. in wich as(I + %N);~
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n-2

can be expanded by the binomial theorem to give: (1 + P a/PP) m

1 + (n - 2) P a/mPp. Substituting this equation into Eq. (13A) we obtain

the following equation relating the failure probability P to the failurea

time, t:

n-2
Pa p (m / n-2 n*-2 (14A)

n-) (KTK)( (t/tmi

By eliminating PP, Eq. (14A) can be expressed in terms of the Weibull

parameters and crack propagation parameters. For small values of P p* m * * * -?
P = (aC/o) , and from the definitions of aIC and K2 (Kc - aIY ao;

Kp a Y/a ): a = a (KIc/X). Substituting these two equations into

Eq. (14A) we obtain the relationship between the failure probability, P a

and the Weibull and crack propagation parameters:

n-2

=(n-.) (a/a)m * n-m-2 n*-2
a n-2 o Kp/KIc) m5

m and a of this equation are determined by a Weibull fit of strength0

data (measured in an inert environment); n and n are crack propagation

exponents measured respectively in an inert and active environment; and

t . is.determined from a proof test diagram.

KP is determined by the proof test conditions. By substituting Eq. (3A)

into the definition of Kp (KP = a Y 4 ) we obtain the following equationp o

for V:
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* nn n-

K = Y[(AJn Y (n - 2)/2) (t + (t + tu)/n + 1)] n-2 (16A)
p P p p +

Eq. (16A) can be expressed in a simpler form by defining a crack
- n

velocity vp V - AKp , Physically, v is the velocity of a crack of
*

length a if the proof test load is applied instantaneously so that crack
0

growth does not occur during the loading period. After rearranging Eq. (16A)

and using the definition of v P the following equaation is obtained:

(Kp) /vP= [ Y (n - 2)/2] [t + (t + tu)/(n + 1)] (17A)

The left-hand side oi this equation is determined by the crack propagation

data, while the right-hand side is determined by the loading conditions.
.

To determine Kp, the right-hand side of Eq. (17A) is evaluated from the

proof test conditions,and KP is determined from an experimental plot of
2

K /V versus K This procedure is illustrated for abraded soda lime
I P I'

silicate glars in the main body of the text.
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Figure Captions

1. Weibull plot of the strength data for a low expansion glass being
considered for the Space Shuttle. The hyperbola gives 95% confidence
limits for the best straight-line fit of the data. m - 6.29; a
250 M/m2. After Wiederhorn, Evans, Fuller and Johnson, reference 3.

2. Statistically based design diagram. For a given value of the failure
probability, each line on this diagram relates the failure time to
the applied stress. The cross-hatched area gives 95 percent confidence
limits for the position of each line.

3. Design diagram based on proof testing. For a given value of the
proof test ratio, ap/oa, each line on this diagram relates the
minimum failure time to the applied stress. The numbers over each
line give OP/aa. The probability lines from figure 2 are included
here for comparison.

4. Curves to estimate g-1 for sinusoidal load. After Evans and Fuller,
reference 8.

5. The effect of pH on crack propagation in the low expansion glass being
considered for the Space Shuttle. After Wiederhorn, Evans, Fuller and
Johnson, reference 3.

0 6. Proof test diagram comparing power function and exponential function
representations of the crack propagation data. The cross, +, marks
the lower limit of the crack propagation data. After Wiederhorn,
Evans, Fuller and Johnson, reference 3.

7. Strength as a function of loading rate. The brackets represent 95
percent confidence limits for the mean strengths. The solid line
is a least squares fit of the strength data. The dashed line was
calculated from the crack velocity data for the low expansion glass
being considered for the Space Shuttle. After Wiederhorn, Evans,
Fuller and Johnson, reference 3.

S. A comparison of the stress rate dependence of the strength predicted
from crack velocity data with experimental data obtained by Lange
for similar data. After A. G. Evans and S. M. Wiederhorn, referenco 22.

9. Dependence of the crack length, a, on the initial crack length, ao ,
and crack propagation exponent n. A significant amount of crack
growth occurs when ao  For a 5 percent increase in crack length,
a 0.998 a* if n - 1001 ao- 0.90 ao if n -20.
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10. Weibull plot of strength data for abraded soda-lime silicate glass.
After Evans and Wiederhorn, reference 7.

1211. Crack propagation data for soda lime silicate glass in water and in
vacuum. 25

12. Crack propagation data from figure 11 replotted as K /v versus K

13. Design diagram based on proof testing. Data for soda lime silicate
glass. After Evans and Wiederhorn, reference 7.
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Fig. 1. Weibull plot of the strength data for a low expansion glass being
considered for the Space Shuttle. The hyperbola gives 95% confidence
limits for the best straight-line fit of the data. m = 6.29; a =

250 MN/m 2. After Wiederhorn, Evans, Fuller and Johnson, reference 3.
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Fig. 2. Statistically based design diagram. For a given value of the failure

S probability, each line on this diagram relates the failure time to

the applied stress. The cross-hatched area gives 95 percent confidence
limits for the position of each line.
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Fig. 3. Design diagram based on proof testing. For a given value of the

proof test ratio, ap/aa, each *line on this diagram relates the

minimum failure time to the applied stress. Th~e numbers over ':1ch

line give apda. The probability lines from f igure 2 are '-rrluded

here for comparison.
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n-3

Fig. 4. Curves to estimate g1I for sinusoidal load. After Evans and Fuller,
reference 8.
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Fig. 5. The effect of pH on crack propagation in the low expansion glass being

considered for the Space Shuttle. After Wiederhorn, Evans, Fuller and
Johnson, reference 3.
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Fig. 6. Proof test diagram comparing power function and exponential function
representations of the crack propagation data. The cross, +, marks
the lower limit of the crack propagation data. After Wiederhorn,
Evans, Fuller and Johnson, reference 3.
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Fig. 7. Strength as a function of loading rate. The brackets represent 95
percent confidence limits for the mean strengths. The solid line
is a least -iquares fit of the strength data. The dashed line was
calculated from the crack velocity data for the low expansion glass
being considered for the Space Shuttle. After Wiederhorn, Evans,
Fuller and Johnson, reference 3.
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Fig. 8. A comparison of the stress rate dependence of the strength predicted
from crack velocity data with experimental data obtained by Lange
for similar data. After A. G. Evans and S. M. Wiederhorn, reference 22.
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Fig. 9. Dependence of the crack length, a, on the initia*, crack length, a
and crack propagation exponent n. A significant amount of crack 0
growth.occurs when a0  a*. For a 5 percent increase in crack length,
a 0.998 a* if n =100; a =0.90 a*if n =20.
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Fig. 11. Crack propagation data for soda lime silicate glass in water 12and in
vacuum.25
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Fig. 13. Design diagram based on proof testing. Data for soda lime silicate
glass. After Evans and Wiederhorn, reference 7.
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